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Before painting with After 5 years with

conventional exteriorpa Weatherbond AlgaeGua

Weatherbond AlgaeGuard

Weatherbond AlageGuard is a high-performance water-based acrylic exterior paint specially Comparison and Test Results
form.ulated Wllth enhanced anti-algae and antl-streak.marks prop.ertles.. Itis swtablg for new and Summary of Fungal/Algal Testing
previously painted surfaces such as masonry and brick walls. With a tighter cross-linked surface A s < o A = Control
as compared to conventional exterior coating, Weatherbond AlgaeGuard is able to deliver better A e < P B = Conventional Paint 8
dirt streak-resistant properties, keeping buildings looking cleaner for longer. C = Conventional Paint C
s 2 D = Nij Paint
Characteristics Wektherbond
AlgaeGuard
Egl’}ﬁgﬁgn ANTI- ENHANCED
RESISTANCE RESISTANCE S R ISTANCE CARBONATION BURABILITY Before After 5 years
Comparison of Paint Films
Special crafted polymer
ENHANCED
RUEATHER. RESETANGE WASHABLE Low voc SGBP

Rainwater

Rainwater

Resin 100% Acrylic
Type Water-based
Finishing Low Sheen
Application Roller or Brush
et sl Aie | 3-Coat System 3-Coat System (Designed for Fresh Plaster)

1 coat Vinilex 2000 Wall Sealer 1 coat ExpressKote «Conventional m;gehee;:?;i n
2 coats Weatherbond AlgaeGuard | 2 coats Weatherbond AlgaeGuard Exterior Paint Anti-streak Mark

Mechanism

Nippon Paint Weatherbond

Dirt gets trapped AlgaeGuard repels dirt
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